






IV Produkts løpende produktutvikling kan medføre endringer uten forhåndsvarsel. 2014-11-274 (7)

Produktark
Bruk og vedlikeholdFlexomix ELFD (MIE-FD, EFA-FD)

Viftekurver, størrelse 150

Viftehjul 035 - EC 1,0 kW
k-faktor 24,32

EC centrifugal fan - Plug fan
backward curved, single inlet

R3G355-AX56-90

Charts: Air flow 50 Hz

Druck p f s[Pa]für Rho=1,2kg/m^3

qv[m^3/h]
5.5005.0004.5004.0003.5003.0002.5002.0001.5001.0005000

qv[cfm]
3.0002.5002.0001.5001.0005000
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Measurement: LU-106551
Measurement: LU-108544
Measurement: LU-106552

Air performance measured as per ISO 5801
Installation category A. For detailed
information on the measuring set-up, please
contact ebm-papst. Suction-side noise
levels: LwA measured as per ISO 13347 /
LpA measured with 1m distance to fan axis.
The values given are valid under the
measuring conditions mentioned above and
may vary according to the actual installation
situation. With any deviation from the
standard set-up, the specific values have to
be checked and reviewed with the unit
installed.
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0
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350
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0
90
146
188

U = Supply voltage · f = Frequency · n = Speed · Ped = Power input · I = Current draw · LpAin = Sound pressure level inlet side · LwAin = Sound power level inlet side · LwAout = Sound power level outlet side
qv = Air flow · pfs = Pressure increase
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IV Produkts løpende produktutvikling kan medføre endringer uten forhåndsvarsel.2014-11-27 5 (7)

Produktark
Bruk og vedlikeholdFlexomix ELFD (MIE-FD, EFA-FD)

Viftehjul 035 - I2S1 1,1/1,5/2,2/3,0 kW
k-faktor 26,31
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 r1=1.20 kg/m³

RLM E6-3135- ηsa 64 70 74 76 74 70 60 %

2W-16 3440 1/min ηse 53 57 61 62 61 57 49 %

BI-HN 3430 1/min ηse 57 63 66 67 66 62 53 %

BE-HN 3430 1/min ηse 57 63 66 67 66 62 53 %

BE-QG 3150 1/min ηse 57 62 65 67 66 62 53 %

Performance charts

Comparison system efficiencies ηse (impeller, motor, inverter)

Measured in installation A 
 according to ISO 5801:

Please note coloured area!
—  Asynchronous motors
—  Permanent magnet motors

System efficiencies

Formula symbols

se = overall static efficiency (impeller, motor, inverter)

sa = fan shaft static efficiency
LWA6 = A-weighted sound power level at discharge
Pa = fan shaft power

recommended  
operation area
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Produktark
Bruk og vedlikeholdFlexomix ELFD (MIE-FD, EFA-FD)

Viftehjul 040 - EC 1,85 kW
k-faktor 19,15

EC centrifugal fan - Plug fan
backward curved

R3G400-AY87-01

Charts: Air flow 50 Hz

Druck p f s[Pa]für Rho=1,2kg/m^3

qv[m^3/h]
8.0007.5007.0006.5006.0005.5005.0004.5004.0003.5003.0002.5002.0001.5001.0005000

qv[cfm]
4.5004.0003.5003.0002.5002.0001.5001.0005000

p f
s[

Pa
]

1.100

1.050

1.000

950

900

850

800

750

700

650

600

550

500

450

400

350

300

250

200

150

100

50

0

p
fs

_E
[IN

 H
2O

]

4,4

4,2

4

3,8

3,6

3,4

3,2

3

2,8

2,6

2,4

2,2

2

1,8

1,6

1,4

1,2

1

0,8

0,6

0,4

0,2

0

p f s[Pa]

p f s[Pa]

p f s[Pa]

p f s[Pa] 1

2

3

4

5

6

7

8

9

10

11

12

13

14

15
16

Measurement: LU-122009
Measurement: LU-122096
Measurement: LU-122097
Measurement: LU-122098

Air performance measured as per ISO 5801
Installation category A. For detailed
information on the measuring set-up, please
contact ebm-papst. Suction-side noise
levels: LwA measured as per ISO 13347 /
LpA measured with 1m distance to fan axis.
The values given are valid under the
measuring conditions mentioned above and
may vary according to the actual installation
situation. With any deviation from the
standard set-up, the specific values have to
be checked and reviewed with the unit
installed.

Measured values
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m3/h
7745
6605
4890
3345
6525
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4045
2765
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3215
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1675
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0
450
850
1000
0
318
622
683
0
200
393
434
0
116
222
250

U = Supply voltage · f = Frequency · n = Speed · Ped = Power input · I = Current draw · LpAin = Sound pressure level inlet side · LwAin = Sound power level inlet side · LwAout = Sound power level outlet side
qv = Air flow · pfs = Pressure increase
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Produktark
Bruk og vedlikeholdFlexomix ELFD (MIE-FD, EFA-FD)

Viftehjul 040 - EC 3,0 kW
k-faktor 19,15

EC centrifugal fan - Plug fan
backward curved, single inlet

R3G400-AQ23-01

Charts: Air flow 50 Hz

Druck p f s[Pa]für Rho=1,2kg/m^3

qv[m^3/h]
9.0008.0007.0006.0005.0004.0003.0002.0001.0000

qv[cfm]
5.0004.0003.0002.0001.0000
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Measurement: LU-121371

Air performance measured as per ISO 5801
Installation category A. For detailed
information on the measuring set-up, please
contact ebm-papst. Suction-side noise
levels: LwA measured as per ISO 13347 /
LpA measured with 1m distance to fan axis.
The values given are valid under the
measuring conditions mentioned above and
may vary according to the actual installation
situation. With any deviation from the
standard set-up, the specific values have to
be checked and reviewed with the unit
installed.

Measured values
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2.56
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dB(A)
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7555
5715
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7315
6240
4725
3295
5920
5050
3825
2665
4530
3865
2925
2040

pfs
Pa
0
700
1150
1350
0
479
786
918
0
314
515
602
0
184
301
352

U = Supply voltage · f = Frequency · n = Speed · Ped = Power input · I = Current draw · LpAin = Sound pressure level inlet side · LwAin = Sound power level inlet side · LwAout = Sound power level outlet side
qv = Air flow · pfs = Pressure increase
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